
INTRODUCTION Versatile high solids clear bonding liquid

High penetrating power

* Alkali resistant

* Serves as a sealer and primer

USES * A preparation for penetrating and binding limewash, distemper or
chalked but sound P VA to the original surface prior to the
application of Sparcolux enamels or PVAs.

* May be used on interior or exterior masonry or plaster to provide a 
sound foundation for subsequent coats of emulsion or enamel paints.

GENERAL DATA 
Type 
Drying time @ 25°C 

Recoating 
Viscosity 
Specific gravity 
Gloss 
Volume Solids 
Weight Solids  
Recommended dry film 
thickness 
Theoretical spreading rate 

Oleoresi nous 
Surface: 8 - 10 hours 
Hard: 16 - 18 hours 
48 hours 
75 - 80 Krebs Units 
1,57 -  1,60 
Semi-gloss 
63 - 65% 
81 - 83% 
Not applicable. Difficult to control as this product is normally used 
on absorbent surfaces. 
11 - 16 sq. m/ litre depending on surface 

COLOUR RANGE Clear 

2/ 

BONDING LIQUID

*
*



APPLICATION 

 
Thinner 
Brush/ Equipment 
wash 

PROCESS DETAILS 
New work 

Previously painted 
surfaces 

Bonding 

Practical spread ing rate

Ready for  use with brush or roller. Brush application preferred to 
ensure adequate penetration. 
Not recommended but if necessary, use mineral turpentine only.  
Sparcolux Brushwash/ Degreaser or mineral turpentine. 

All surfaces must be clean, dry and free of all loose dirt, grease and  
oil. New plaster must be given adequate drying time. 
Chalked PVA and powdery limewash surfaces must be thoroughly 
wire-brushed or sand papered and washed down. All loose flaking paint 
must be removed. 
Note: This product will not penetrate a multiplicity of coats of powder

and it is essential to prepare the surface prior to painting. 

Apply a single coat in accordance with the Practical Spreading Rate  
given below. It is essential to work the material well into the surface.  
8 - 12 sq. m/ litre depending on the type of surface. 

PRECAUTIONS Not suitable as a primer for  metal surfaces. Surfaces must be dry 
before applying this material. 

FLASH  POINT 37° C (98° F ) 

PACK SIZES 25 Iitres 
5 litres
1 litre
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