
EGGSHELL
(FOR INTERIOR USE ONLY)  

INTRODUCTION * Top quality eggshell enamel for interior use

* Non-yellowing and resistant to kitchen fumes
* Excellent flow and levelling

* Superb appearance - uniform eggshell gloss
* Quick drying - easy application

USES * Recommended for the decoration and protection of all interior surfaces
where an eggshell gloss finish is required.

* Highly recommended for plaster, metal and woodwork. Appropriate
primers and undercoats must always be used, particularly on new work.

* Ideal for kitchens and bathrooms.

GENER AL DATA 
Type 
Drying time @ 25°C 

Recoating 
Viscosity 
Specific  Gravity 
Gloss 
Volume  Solids 
Weight Solids 
Recommended dry film 
thickness 
Spreading  rate 
(theoreticaI) 

Long oil alkyd 
3 -   4 hours Surface: 

Hard: 16 -  18 hours 
18 hours (overnight) 
68 - 72  Krebs Units 
1,24 - 1,26 
Eggshell 
36 - 38% 
60 - 62% 
20 -  30 microns 
(0,8 - 1,2 mils) 

11 - 13 sq. m/ litre. 

COLOUR RANGE 
Colours available in white and pastel shades.
A colour card is available depicting the above colours. 

APPLICATION 

Thinner 

Brush/ Equipment wash 

Ready for use with brush or roller. For spray application, thin with Mineral 
Turpentine. 
Not recommended except for application by spray . Use Mineral Turpentine. 

Sparcolux Brushwash/ Degreaser or Mineral Turpentine. 

 ENAMEL 



PROCESS DETAILS 
Surface Preparation 
A. New Work 

Galvanised Iron 

Aluminium 

Cement Surfaces 

Wooden Surfaces 

 
B. Previously Painted 

Surfaces 

Topcoating 

Practical Spreading 
Rate 

Fabricator's pretreatment, if present, must be removed with Sparcolux 
Brushwash/ Degreaser prior to painting. Prime with Sparcolux Calcium 
Plumbate Primer or Sparcolux Etch Primer. 
Note: Sparcolux Etch Primer is only suitab le for brushing on sma ll 
areas. Spray application preferred. 
Preclean with Sparcolux Brushwash and follow with a priming coat of Sparcolux 
Etch Primer. 
Loose surface rust may be removed by wire brushing. Mill scale must be 
removed by abrasive blast to Sa2 min. Prime with one or two coats 
Sparcolux Zinc Chromate Primer depending on the severity of the conditions, e.g. 
apply two coats at the coast. Follow with Sparcolux Universal Undercoat prior to 
the application of eggshell enamel.  

Cement surfaces must be clean and dry before painting and primed with one 
coat of Sparcolux AR Wall Sealer. Follow with Sparcolux Universal 
Undercoat if good build is required. 

Timber surfaces must be primed with Sparcolux Pink Wood Primer. 
Follow with Sparcolux Universal Undercoat prior to the application of 
eggshell enamel. 
Prime with one coat Sparcolux Etch Primer. 
Surfaces must be in sound condition. Loose flaking paint must be completely 
removed and bare areas spot primed with an appropriate primer. If necessary, 
build up bare patches with Sparcolux Universal Undercoat to the same level as 
the rest of the paint work before finishing with eggshell enamel. Glossy surfaces 
should be sandpapered to provide a "key ". 
For new work or a change in colour apply two coats in accordance with the 
Practical Spreading Rate given below. For general maintenance apply 
one coat. 
8 - 10 sq . m/litre will give 20 - 30 microns (0,8 - 1,2 mils) dry 
allowing for 25% wastage over the Theoretical Spreading Rate. 

PRECAUTIONS Do not appl y direct to bare metal surfaces. Surfaces should not be 
painted in wet or damp weather. 

FLASH  POINT 37°C (98° F) 

PACK SIZES 5 Litre 
1 Litre 
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Ferrous  Surfaces
(Iron and Steel) 

PVC (Inside)
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